PISO RUBBER SENTICA
Revestimiento / HALLMAN 3mm

hallman

FLOORING EXPERT

DESCRIPCION

Revestimiento de caucho para pisos Hallman® con un

fondo atornasolado y armoniosos componentes cromaticos,
excelente para alto trafico y larga vida atil. Es libre de PVC,
ftalato, plastificantes y halogenos. Retarda al fuego, es
antibacterial, cuenta con una buena elasticidad y es
antideslizante. Posee absorcion de impactos y cuenta

con alta absorcion acistica del ruido de pisadas.

Dimension Rollo - 1.22 mts x 12 mts

VENTAJAS

COLOR & TEXTURA

RL-301 RL-313

RL-302 RL314 RL-306

RL-303

RL307

RL-316 RL-308

CARACTERISTICAS TECNICAS

Requirements.

“Average test resuls from
running runningproduction

Genmittelte Priffwerle der
laufenden Produktior

n
Test method (Composite flower) (Circular floating point)
Manufaciurer: nora systems | Hersteller: nora systems GmbH,
CE conformity EN 14041 GmbH, D-63463 Weinheim | D-69468 Weinheim
DoP-N O. EN 14041 0016 0021
Thermal conduclivity | EN 10435 A= 017 WimK) Fuiled Fuitiled
Dynamic coeficient
MYYH:(IGH EN 13893 Dbs Fulfiled Fulfilled
Readion to fire EN 13501-1 Not bonded Bfl-s1. bonded Cfl-s1
Readion fo fire EN 135011 Bonded on mineral subfloor | Bfl-s1 Bfl-s1
Properties acc. to EN 1817
Mean value + 0.15 mm
Thickness ENISO 24345 acc. o EN 1817 2.0mm 3.0mm
Dimensional stability | EN 15023899 £04% 102% $02%
Procedure A (stubbed out).
zlevel 4
Cogarete bumresisince | EN 1299 Brocsdure 8 (buming) Fufilec Fulfiled
Zlevel 3
Mandrel diameter 20 mm.
Flexibility EN ISO 24344, procedure A no fissuring Fulfiled Fulfiled
Hardness 1S0 464 =75 Shore Ascc. to EN 1817 |92 Shore A 82 Shore A
RLs10 Mean value <0.25 mm
Residualindentation | ENISO 24 343 e s S 0.03mm 0.12mm
‘Abrasion resistance o e 9
215 N oad 1S0 4649, procedure A =250 mny 150 mm’ 15 mm?
Colour fasiness to 10 105802, procedure 3, Al least level € on the blue | o= ovel 3 Sraumatsiab = St 3
artificial ight test candtions 6.1 a) scale; 2 level 3 on drAxi it e raumatstah 2 Sute
he grey scale 10180 105-402 nach 130 105-A02
Classification ENISO 10874 Commercial f Industrial 3442 B
Additional technical properties
RLa1 Toxicity of fire gases | DIN 53436 vaxic | [Tefwerdende Schwelgase
Anti-slip properties. DIN EN 16185 Acc. to DGUY 108-003 RY RS
Improvement in footfall
soﬁnﬂ ‘absorption 180 10140-3 6dB 12dB
N Resistant depending on Bestandig in Abh&ngigkeit von
Effectofchomicals | EN1SO 26967 ncanraion st ol xposurs’ | Kencantaion und ERAISr
Elactrical insulation > 10° Ghm > 10° Ohm

Broperiias EN 1081 R1

Electrical propensity

whenwakedupon | = 181¢

Effectof acastor chair | ENISO 4918

RL-312

Underfioor heating EN 12642

“Anlistatic. charging in case
of rubber soles <2 kY

ATt charging ) case
of rubber soles <2 kv

Suitable f type
ace. 1o EN 12523, are used
Suitable, max. 35 C*

w, q von
Stuirolen Typ W, nach EN 12526

Geaignet, max. 35C"
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