ALFOMBRA MODULAR
COLECCION MIST TU NTEX

DESCRIPCION

La coleccion Mist esta inspirada en las nubes y la niebla
de las montanas, incorporando el arte de la naturaleza -:**M»- o
! P S
en su composicion, creando un estado de calma, tranquilidad, = ” 2
vaporosidad y frescura. Compuesta por fibra con tecnologia e AR

Nexlon™, es un nylon tefido en una solucion que se sometio
al proceso de mezcla y fusion de materias primas,
permitiendo una alta calidad en colores y tonos.

COLOR & TEXTURA
GRAN DURABILIDAD
Mist Ash Mist Fog
T80505G T80507G
AMIGABLE CON EL
MEDIO AMBIENTE
TECNOLOGIA DE
FIBRA NEXLON™
SUGERENCIA DE INSTALACION O, STAINSHIELD™
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FACIL INSTALACION

VERSATILIDAD
EN DISENO
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ALFOMBRA MODULAR

COLECCION MIST

CARACTERISTICAS TECNICAS

SPECIFICATIONS

Style

T805G Mist

Construction

Multi Hi / Lo Loop

nexlon™ Standard + Prisma Premium Solution

Pile Fiber Dyed Nylon with Stain And Soil Resist technology
Dye Method Solution Dyed

Gauge 112G

Pile Height 5.0 /3.0 mm

Total Thickness 6.8mm (+- 0.5mm)

Tile Size 250mm x 1000mm

Total Weight Approx. 4150/ m?

Electrostatic Propensity

<2.0KV (GB/T 18044-2008)

Secondary Back

RECYCLED TUNTEX Commercial Duraback

TUNTEX

Formato
Palmeta

25x100 cm

PERFORMANCE

Wear Warranty

Product is warranted not to lose more than 10%
pile fiber by weight in normal commercial use
within 15 years.

Color Fastness

15 Year Warranty AATCC 16.Grade 4-Little or no change.

Stain Resistance

STAINSHIELD

Soil Resistance

SOILGUARD

Dimensional Stability

Warranted not to change in size by more than
0.5mm in normal use. Will not dome or dish in
normal use.

Sustainability

All yarns used are Solution Dyed to minimize use
of water and exclude any effluent production.
1SO14001 and 1S09001

Installation

Releasable Adhesive (TX-500) Recommended.

Certificates
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